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Alternative Erosion Prevention and Sediment Control BMPs 

To encourage the development and testing of innovative alternative EPSC BMPs, alternative management 

practices that are not included in the Handbook, Standard Specifications and Standard Drawings may be 

accepted upon review and approval. To use an alternative BMP, submit substantial evidence that the 

proposed measure will perform at least equivalent to currently approved BMPs contained in the 

Handbook, Standard Specifications, and Standard Drawings. Evidence may include, but is not limited to: 

 

• Supporting hydraulic and trapping efficiency calculations. 

• Peer-review by a panel of licensed professional engineers. 

• Research results as reported in professional journals. 

• Manufacturer literature. 

 

To justify the efficiency of innovated EPSC BMPs, the owner may be required to monitor the trapping 

efficiency of the structure. If satisfactory results showing trapping efficiencies of greater than 80 percent 

are obtained, the innovative BMP may be used and no other monitoring studies should be required. If 

monitoring shows that a certain BMP is not sufficient or if SCDHEC finds that a BMP fails or is 

inadequate to contain sediment, other upstream and downstream BMPs should be implemented to reach 

the required efficiency. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


